CONDUIT IN—\

COVER PLATE FOR CONDUITS W/ CITY APPROVED
ENDS TO BE PLUGGED. TYPICAL

PULL TAPE.

/—CONDUIT out

SLIDING TRAY HERE

CONCRETE PAD

GROUND ROD
FOR POWER UNIT _|

2" SCH 40 PVC —
FOR POWER

WIRE MESH —

I

| =

000

51

B

1- CONDUITS FOR
COMMUNICATIONS
(NUMBER AS REQUIRED)

~COMMUNICATION CABINET —

]

s 12" CONCRETE APRON S
1]

33.

2’ ¢ X 12” WEDGE ANCHOR
BOLTS MIN 12” EMBEDMENT,

TYP.

COORDINATE BOLT

LOCATIONS WITH PRE-DRILLED

CABINET HOLES.

PLAN VIEW

|——
—_—

12”

e R L Y

L—HUB CABINET

577
4

BEVEL

/FINISH GRADE

4” X 47 X 18 GA.
WIRE MESH

18" THICK REINFORCED
CONCRETE FOUNDATION

SIDE VIEW

T0

NOTE:

THE CITY ENGINEER SHALL APPROVE
FORMS AND CONDUIT PLACEMENT PRIOR

PLACING CONCRETE.

95% RELATIVE COMPACTION

HUB CABINET
FOUNDATION DETAIL

REF. & REV.

FEB 08

CITY OF FRESNO

[TS-23




